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VelocityAP V-Tech ECU Programming Tool Instructions
Reading:
· Using a PC desktop or laptop computer, install the software suite SetupVTECH.exe located here: https://www.dropbox.com/sh/ib8uj5s21xnbaq7/AADrlSfVfZzRZS4vzx-GI5Era?dl=0 
· Open the software suite, connect the VTech tool to the USB Port and allow it to update.
· Once updated, disconnect from PC and connect OBDII Cable to device.
· Ensure vehicle is connected to a battery tender or power source to maintain a constant voltage, and that the battery does not die during flashing.
· Connect device to OBDII Port.  Select ‘Tuning’ and Select your vehicle and engine type.  Follow instructions on screen to proceed to read the original file from the car.
· Once completed, return to computer, open software and connect to the device.  Select ‘Download Data’ and save the output file.
· Email this file to Tuning@VelocityAP.com along with:
· Last 8 digits of your VIN
· A list of all modifications made to your vehicle
· List of requested features for your MOD files

Programming
· Upon receipt of your MOD file – save this file to the PC.
· Connect VTech and open software.
· Select ‘Upload Data’ and select the MOD file from its saved location.
· Connect vehicle to power source.
· Connect VTech to OBDII port, select Tuning and select the MOD file you wish to program to the car.
· Follow instructions on screen to complete programming.
****BEFORE DEALER/SERVICE VISIT****
We strongly recommend flashing the original file back to the car prior to a dealer visit.  Some dealer software updates can cause the tune to be wiped from the computer, and if this happens when the last operation was to flash a MOD file, the programmer is now useless.  If the last operation was to flash an original file, the programmer can be erased and the new dealer software can be read and the tune updated.
In some cases, a partial dealer software update can even mis-correct the checksum and lock the ECU, requiring complete replacement.
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