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- THE GOAL OF OUR STAFF TO ENSURE YOUR SERVICE
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ELECTRICAL HOURS: 1.00 TECH(S):9039
CLIENT STATES THAT A MESSAGE STATING "DYNAMIC SPEED CONTROL"
IS FLASHING AND THE CRUISE CONTROL IS INOPERABLE
PERFORMED ROAD TEST TO FIND MESSAGE DISPLAYED. CHECKED FOR
CODES BUT NO CODES PRESENT. NO BULLETINS AVAILABLE FOR THE
VEHICLE. PERFORMED OHMS TEST FOR ABS SPEED SENSORS AND FOUND
ALL FOUR SENSORS IN SPEC., CHECKED FOR POWER AND GROUND AT
ABS MODULE TO FIND POWER AND GROUND PRESENT. NO DAMAGE

PRESENT TO WIRING FOR ABS MODULE. DETERMINED ABS MODULE IS
AT FAULT AND NEEDS TO BE REPLACED OR UPDATE FIRST. HOWEVER,

UPDATING MODULE MAY CAUSE UPDATE TO FAIL AND MAY CORRUPT
MODULE AND REQUIRE MODULE REPLACEMENT. MODULE IS NOT
AVAILABLE ANY LONGER. IF UPDATE FAILS, UNABLE TO REPLACE
MODULE AND VEHICLE MAY NOT START. UNABLE TO REPLACE WITH A
USED MODULE DUE TO MODULE BECOMES MARRIED AND SYNCED TO VIN
OF THE VEHICLE ONCE PROGRAMMED AND CANNOT BE RE-PROGRAMMED

TO A SECONDARY VEHICLE. ONLY FEATURE THAT IS NOT FUNCTIONAL
AT THIS TIME IS CRUISE CONTROL.

JOB # 1 TOTAL LABOR & PARTS

......................................................................

----------------------------------------------------------------------




