			Service and Repair
	 




	 

	Draining and Filling 
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1. Remove the engine roll restrictor mount retaining bolt.
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2. Remove the transfer case mounting top retaining bolts.
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3. Remove the transfer case mounting bottom retaining nuts.
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4. Remove the transfer case mounting side retaining bolts.
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5. Drain the transfer case oil.
1. Remove the transfer case pinion housing retaining bolts. 
2. Remove the transfer case pinion housing. CAUTION: Transfer case oil will drain from the transfer case during this operation. NOTE: Observe the position of the shims between the pinion housing and the transfer case. Remove and discard the O-ring seal.
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6. Install a new O-ring seal.
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7. Install the pinion housing in the transfer case.
1. Install the pinion housing retaining bolts. 
2. Install the pinion housing retaining bolts.
· Tighten M8 studs to 35 Nm. 
CAUTION: Make sure the shims between the transfer case housing and pinion housing are correctly aligned.


[image: http://www.alldatadiy.com/alldata/AFI~V22677522~C40439~R0~OB0~P3R0H~N/0/89012112/98715601/98715651/110872111/34853741/56180732/57395821/56235132/56235153/103144946/101732659]
   
8. Remove the transfer case fill plug.
· Using a suitable syringe, add 550 Ml of SAE 75W 140 to the transfer case.
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9. Install the transfer case fill plug.
· Tighten to 20 Nm. 
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10. Install the engine roll restrictor bracket.
· Tighten to 35 Nm. 
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11. Install the engine anti-roll restrictor bracket side retaining bolts. 
· Tighten to 35 Nm. 
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12. Install the engine anti-roll restrictor bracket top retaining bolts.
· Tighten to 55 Nm. 
13. Install right-hand catalyst. 




	 
	 

		Capacity Specifications
	 




	 

		Transfer Case Capacity 
	0.6 liters (0.6 quarts)






		Fluid Type Specifications
	 




	 

		Transfer Case Fluid 
	M2C 192A Synthetic
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