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XJ-S

ELECTRICAL
IRING

Trim the stock XJ-S engine wiring harness to the lengths listed below. Solderless (crimp on)

gos N~

fittings work fine.
Qil pressure gauge, (white-brown) 6"
Qil pressure warning light, (black-brown)6”
Ignition, (white) 10"
Tachometer, (white, grey, blue) 10"
Air conditioning, (green-brown) 50 (stock length)
Idle solenoid, splice into the air conditioning wire, 18" from the end, make the wire 4"
long
Water temperature gauge, (green-blue) 62" (stock length)
By-pass wire, (white-blue), not needed with H.E.I. cut off
(Green) - 12 volt with ignition on
for electric choke 22"
for turbo 400 kickdown switch 20”
if not used, cut off
Alternator warning light,( brown-black) 28"
Alternator “BIG" wire make from 12 gauge wire (use the Chevy wire if you have it) and
a 14 gauge fusible link. 40" (See next page)
Use the stock starter wires. Enlarge the starter cable hole to 3/8” with a file. Do not
S! ril it will dam: I

XJ-6 WIRING
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Alternator Big Wire plus fusible link 40"

Alternator, (brown-black) 14"

Distance to choke, on white wire 18" (Electric choke only)
Ignition wire (white) 42"

Tach, (white-grey-blue) 42"

Oil pressure, warning light (black-brown) 38"

_Oil pressure gauge white-brown) 38"

Water temperature (green-blue) 52"

Air conditioning compressor (green-brown) 40"

Use the stock starter cable and the stock wire that goes to the starter solenoid. Enlarge
the starter cable hole to 3/8” with a file, do not use a drill because it will damage the
cable end.

\dle solenoid—Splice into the air conditioning wire, 18" from the end. Make the wire 4"
long.

To make the wiring harness look factory
stock, use the above connectors for the
“tach” and “bat” connections on the dis-
tributor.
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