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	All Right-Hand Drive and Japan without dynamics pack

	Item
	
	LH
	RH
	Split LH-RH

	Castor
	Decimal degrees
	7.05° ± 0.75°
	6.51° ± 0.75°
	0.55° ± 0.75°

	
	Degrees/minutes
	7° 3' ± 45'
	6° 31' ± 45'
	0° 33' ± 45'

	Camber
	Decimal degrees
	-0.7° ± 0.75°
	-0.3° ± 0.75°
	-0.4° ± 0.75°

	
	Degrees/minutes
	-0° 42' ± 45'
	-0° 18' ± 45'
	-0° 24' ± 45'

	Total toe
	Decimal degrees
	0.17° ± 0.20°

	
	Degrees/minutes
	0° 10' ± 12'



	All Right-Hand Drive and Japan with dynamics pack

	Item
	
	LH
	RH
	Split LH-RH

	Castor
	Decimal degrees
	7.28° ± 0.75°
	6.74° ± 0.75°
	0.55° ± 0.75°

	
	Degrees/minutes
	7° 17' ± 45'
	6° 44' ± 45'
	0° 33' ± 45'

	Camber
	Decimal degrees
	-1.0° ± 0.75°
	-0.6° ± 0.75°
	-0.4° ± 0.75°

	
	Degrees/minutes
	-0° 60' ± 45'
	-0° 36' ± 45'
	-0° 24' ± 45'

	Total toe
	Decimal degrees
	0.14° ± 0.20°

	
	Degrees/minutes
	0° 8' ± 12'
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USA, Canada, Mexico and Dominican Republic without dynamics pack Item
	Item
	
	LH
	RH
	Split LH-RH

	Castor
	Decimal degrees
	6.78° ± 0.75°
	6.78° ± 0.75°
	0° ± 0.75°

	
	Degrees/minutes
	6° 47' ± 45'
	6° 47' ± 45'
	0° 0' ± 45'

	Camber
	Decimal degrees
	-0.25° ± 0.75°
	-0.75° ± 0.75°
	0.5° ± 0.75°

	
	Degrees/minutes
	-0° 15' ± 45'
	-0° 45' ± 45'
	0° 30' ± 45'

	Total toe
	Decimal degrees
	0.17° ± 0.20°

	
	Degrees/minutes
	0° 10' ± 12'



	USA, Canada, Mexico and Dominican Republic with dynamics pack

	Item
	
	LH
	RH
	Split LH-RH

	Castor
	Decimal degrees
	7.01° ± 0.75°
	7.01° ± 0.75°
	0° ± 0.75°

	
	Degrees/minutes
	7° 1' ± 45'
	7° 1' ± 45'
	0° 0' ± 45'

	Camber
	Decimal degrees
	-0.55° ± 0.75°
	-1.05° ± 0.75°
	0.5° ± 0.75°

	
	Degrees/minutes
	-0° 33' ± 45'
	-0° 63' ± 45'
	0° 30' ± 45'

	Total toe
	Decimal degrees
	0.14° ± 0.20°

	
	Degrees/minutes
	0° 8' ± 12'



	Rest of the World without dynamics pack

	Item
	
	LH
	RH
	Split LH-RH

	Castor
	Decimal degrees
	6.78° ± 0.75°
	6.78° ± 0.75°
	0° ± 0.75°

	
	Degrees/minutes
	6° 47' ± 45'
	6° 47' ± 45'
	0° 0' ± 45'

	Camber
	Decimal degrees
	-0.4° ± 0.75°
	-0.6° ± 0.75°
	0.2° ± 0.75°

	
	Degrees/minutes
	-0° 24' ± 45'
	-0° 36' ± 45'
	0° 12' ± 45'

	Total toe
	Decimal degrees
	0.17° ± 0.20°

	
	Degrees/minutes
	0° 10' ± 12'



	Rest of the World with dynamics pack

	Item
	
	LH
	RH
	Split LH-RH

	Castor
	Decimal degrees
	7.01° ± 0.75°
	7.01° ± 0.75°
	0° ± 0.75°

	
	Degrees/minutes
	7° 1' ± 45'
	7° 1' ± 45'
	0° 0' ± 45'

	Camber
	Decimal degrees
	-0.7° ± 0.75°
	-0.9° ± 0.75°
	0.2° ± 0.75°

	
	Degrees/minutes
	-0° 42' ± 45'
	-0° 54' ± 45'
	0° 12' ± 45'

	Total toe
	Decimal degrees
	0.14° ± 0.20°

	
	Degrees/minutes
	0° 8' ± 12'
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Wheel Alignment Specification - Rear
	Naturally Aspirated (NA)

	Item
	
	LH
	RH

	Camber
	Decimal degrees
	-0.53° ± 0.75°
	-0.53° ± 0.75°

	
	Degrees/minutes
	-0° 32' ± 45'
	-0° 32' ± 45'

	Toe
	Decimal degrees
	0.125° ± 0.14°
	0.125° ± 0.14°

	
	Degrees/minutes
	0° 7.5' ± 8'
	0° 7.5' ± 8'

	Total toe
	Decimal degrees
	0.25° ± 0.20°

	
	Degrees/minutes
	0° 15' ± 12'

	Rear thrust angle
	Decimal degrees
	0° ± 0.14°

	
	Degrees/minutes
	0° 0' ± 8'



	Supercharged (SC) without dynamics pack

	Item
	
	LH
	RH

	Camber
	Decimal degrees
	-0.63° ± 0.75°
	-0.63° ± 0.75°

	
	Degrees/minutes
	-0° 38' ± 45'
	-0° 38' ± 45'

	Toe
	Decimal degrees
	0.125° ± 0.14°
	0.125° ± 0.14°

	
	Degrees/minutes
	0° 7.5' ± 8'
	0° 7.5' ± 8'

	Total toe
	Decimal degrees
	0.25° ± 0.20°

	
	Degrees/minutes
	0° 15' ± 12'

	Rear thrust angle
	Decimal degrees
	0° ± 0.14°

	
	Degrees/minutes
	0° 0' ± 8'



	Supercharged (SC) with dynamics pack

	Item
	
	LH
	RH

	Camber
	Decimal degrees
	-0.99° ± 0.75°
	-0.99° ± 0.75°

	
	Degrees/minutes
	-0° 59' ± 45'
	-0° 59' ± 45'

	Toe
	Decimal degrees
	0.125° ± 0.14°
	0.125° ± 0.14°

	
	Degrees/minutes
	0° 7.5' ± 8'
	0° 7.5' ± 8'

	Total toe
	Decimal degrees
	0.25° ± 0.20°

	
	Degrees/minutes
	0° 15' ± 12'

	Rear thrust angle
	Decimal degrees
	0° ± 0.14°

	
	Degrees/minutes
	0° 0' ± 8'
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